MONTGOMERY COUNTY PUBLIC SERVICE AUTHORITY
CHRISTIANSBURG, VIRGINIA

CONSTRUCTION STANDARDS

GENERAL NOTES:

1. TRAFFIC BEARING BOX

REQUIRED IN TRAFFIC AREAS.

. ALL PIPE AND FITTINGS SHALL
BE OF SIMILAR MATERIAL.

. ALL PIPE SHALL BE OF SIZE SHOWN.

. NO BENDS ARE ALLOWED IN
THE LATERAL FROM THE
MAIN TO THE CLEAN-OUT
STACK WYE. CEXCEPT AS NOTED>

. ALL MAIN LINE TAPS ON

ACTIVE MAINS SHALL BE SUPERVISED
OR PERFORMED BY PSA.

. PIPING BEHIND CLEANOUT TO BE
INSTALLED PER APPLICABLE BUILDING CODE.

. MINIMUM COVER FOR ALL SEWER
LATERALS SHALL BE THREE (3> FEET
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WYE, TEE/WYE OR
COMBINATION OF WYE &
45° BEND. FITTINGS SHALL
BE SIZED AS REQUIRED.
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W\ LEAK PROOF CAP.
CAP TO BE SUPPORTED
FOR TESTING.
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DRAWING

COMBINED 6” BY 5-10

TWO 4”7 LATERALS




